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September 9, 2020 

 
 
Mr. Ryan McCormick 
Boston Scientific 
4255 Cummings Park Dr, 
Arden Hills, MN 55126 
 
 
Dear Mr. McCormick: 
 
On  September  5,  2020,  TRC  Environmental  Corporation  (TRC)  performed  a  test  to  determine  the 
Ethylene Oxide (EtO) removal efficiency of one Donaldson Abator EtO control device at the Hamline 
Avenue facility and also EtO emissions from the abator heat exchanger vent.  This letter summarizes 
the results of that test.   
 
The test consisted of the collection of simultaneous samples of the gas stream entering and leaving the 
EtO control device and also the abator heat exchanger vent.   Evacuated summa cannisters were used 
to  collect  the  EtO.    Sample was  collected  during  the  evacuation  cycle  of  the  abator  for  about  15 
minutes.  The summa cannisters were analyzed for EtO via Modified EPA Method 18.  The results of 
the test are presented in the following table: 
 

Test Location  EtO Concentration (ppm) 
EtO Control Device Removal 

Efficiency (%) 

Control Device Inlet (Tap)  75,253 
99.993% 

Control Device Outlet (Stack)  5.3 

Abator Heat Exchange Vent  7.0  ‐ 

 
If you have any questions regarding this information, please let me know. We appreciate the continuing 
opportunities to provide you with our services. 
 
Sincerely, 
 
TRC Environmental Corporation 
 

 
 
David Wainio 
Senior Project Manager 
651‐686‐0700 x 12107 
dwainio@trccompanies.com 



Lab Summary

Efficiency Calculation

PPM

Inlet Loading 75253

Oulet Loading 5.3

Efficiency% 99.9930

Heat Exchange  7










